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Technical Specification 

 

FEATURES: 
 RJ45 for Network Connection  

 Status LED  

 Network Activity LED  

 Single or Two Line Programmable  

 IP Set Up for Configuration  

 Browser Set Up for Messages  

 Static or DHCP Configurable  

 Supervised and Monitoring Capabilities  

 Programmable Colors Per Message Including: Red, Green 

 Programmable Fonts Per Line  

 Surface Mount Bracket Included with Multiple Viewing Angle Options  

 Provides “Real Time” Visual and Voice Notification (Audio Output)  

 NTP for Time/Date Updates  

 Fast Deployment  

 Unlimited Visual Groups for Individual Locations, Floors, Buildings, Or All Buildings  

 VL550 - Includes Built-In Speakers  

 Supports a Call-In Button for Activation of an Intercom Call or Emergency Call 

 VL550 Includes a Built-in Programmable Speaker (one-way or talkback) 

 Built-in Flasher is Available on All Models 
 

Specifications: 
Protocols:  
Static, DHCP, Multicasting, IGMP v3, UDP, TCP, HTTP, 
Telnet, and FTP. IC Versions Support Informacast  

 
Nominal Power Requirements  
Via 802.3at PoE+ Ethernet Switch Port  

 
Environment  

Temperature: +32 to 104 ºF (0 to +40 ºC)  

Environment: 0-85% Non-Precipitating  
 

VL530  
Dimensions and Weight  
30” L x 5” H x 3 3/8” D  
Approximate Weight: 7.65 lbs.  

VL540  
Dimensions and Weight  
40” L x 5” H x 3 3/8” D  
Approximate Weight: 9.45 lbs.  

VL540  
Dimensions  
36” L x 5” H x 3 3/8” D  

 

 

 LIMITED WARRANTY  
Valcom, Inc. warrants its products to be free from defects in materials and workmanship under conditions of nor-mal use and service for 
a period of one year from the date of shipment. The obligation under this warranty shall be limited to the re-placement, repair or refund 
of any such defective device within the warranty period, provided that:  
1. inspection by Valcom, Inc. indicates the validity of the claim,  

2. the defect is not the result of damage, misuse, or negligence after the original shipment,  

3. the product has not been in any way repaired by others and that factory sealed units are unopened (A service charge plus parts and 
labor will be applied to units defaced or physically damaged).  

4. freight charges for the return of products to Valcom, Inc. are prepaid,  

5. all units “out of warranty” are subject to a service charge. The service charge will cover minor repairs (major repairs will be subject to 
additional charges for parts and labor)  
 
This warranty is in lieu of and excludes all other warranties expressed or implied, and in no event shall Valcom, Inc. be liable 
for any anticipated profits, consequential damages, loss of time or other losses incurred by the buyer in connection with the 
purchase, operation or use of the product.  

This warranty specifically excludes damage incurred in shipment. In the event a product is received in damaged condition, the carrier 
should be notified immediately. Claims for such damage should be filed with the carrier involved in accordance with the F.O.B. point. 
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