
•	 PoE (802.3af) - No Local Power Required

• High-Efficiency 8” (203mm) Speakers

• Durable Electrostatic Powder Coat Finish on Metal Surfaces

• Output Level 103 db/1Meter	

• AUX Output Supports Valcom Amplified Speakers

• Optional Wall Volume Controls Available

•	 Mounting Backboxes Available  

Valcom InformaCast® Compliant IP Speakers 	
Enable Live, PreRecorded, Or Ad Hoc Audio Messages 	
To Be Broadcast To Ten People Or Ten Thousand People — 
Instantly And Economically.

800-825-2661 I Valcom.com I is@valcom.com I Roanoke, VA USA

		                                                                   Backbox
		   One-WAY         Talkback                      Type

IP Wall Speaker Assembly Gray w/Black Grille.	 VIP-410A-IC      VIP-430A-IC                   N/A

IP Square Faceplate 8” Speaker White.	 VIP-418A-IC     VIP-428A-IC               11, 12, 13
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 Type	 Part No.	 Mount Style	 Dimensions                 

  11	 VB-S11 	 Surface 	 11.63”H x 11.63”W x 3.94”D   
			   Grille Hole Dimns.:  10.00” x 10.00”

  12	 VB-R12	 Recessed	 10.75”H x 10.75”W x 3.94”D  
			   Grille Hole Dimns.:  10.00” x 10.00”

  13	 VB-A13	 Angled	 11.54”H x 11.63”W x 4.60”D
			   Grille Hole Dimns.:  10.00” x 10.00”

Backbox  Se lec t ion  Char t

Informacast® iP Wall SpeakersLoudSPEAKERS:

InformaCast® is a Trademark of Singlewire Software.
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